SIGN TO SIGN

Valley Stream o—fz |-+ b s

STREET NAME SHALL BE ALL UPPER AND LOWER CHARACTERS AS SHOWN.
POST TO SIGN

BRACKET
NOTES: -
1. ALL SIGNS SHALL MEET THE REQUIREMENTS OF THE MANUAL ON UNIFORM ,
8 (NOTE 5) -
TRAFFIC CONTROL DEVICES.
2.  ALL SIGNS SHALL BE CONSTRUCTED OF 0.125 GAUGE ALUMINUM BLANKS 2-3/8" O.D. SCH. 40
WITH STANDARD ROUNDED CORNERS. / SS-20 PIPE
3. ALL SIGN FACES SHALL BE DIAMOND GRADE. ALL SIGNS SHALL BE FASTENED

TO THE POSTS WITH VANDAL PROOF NUTS AND BOLTS.
4. STREET NAME SIGNS SHALL BE ATTACHED TO BOTH FACES OF SIGN BLANKS — ﬁT{GROUND

ON GREEN BACKGROUND, WHITE LETTERS AND WHITE BORDER.
5. 10'IF STREET SIGNS ARE ATTACHED TO STREET LIGHT POLES WITH BRACKETS.
6. ALL STREET SIGNS SHALL BE INSTALLED AT THE LOCATION AS DIRECTED BY 3
ENGINEER & TWO FEET FROM BACK OF CURB. L

N\_— 10" DIA. CONC.
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